


Model VV-10-D Louver Performance Data

United Enertech certifies that the VV-10-D shown
herein is |

seal applies to air performance ratings and wind
driven rain ratings.

Wind Driven Rain
Penetration Classes

Class |Effectiveness
A 1100.99
B 0.989 to 0.95
C 0.949 to 0.80
D Below 0.8

Discharge Loss Coefficient is calculated by dividing

a louvers' actual airflow rate vs. a theoretical airflow
for the opening. It provides an indication of the louvers'
airflow characteristics.

* Discharge Loss Intake Class |Discharge Loss Coefficient]
Wind Veloci 1 0.4 and above
ind Velocity| 156 2 0.3100.399
(mph)
3 0.2t0 0.299
29 1 4 ,0199 and below
50 1 (the higher the coefficient, the less resistance to airflow.)




MIAMI-DADE COUNTY, FLORIDA TEST PERFORMANCE

TAS 100(A)-95 WIND DRIVEN RAIN RESISTANCE TEST (LOUVER WITH OPTIONAL CD-150) :

WIND VELOCITY MPH (KPH)

RAIN FALL RATE IN./HR. (MM/HR.)

ALLOWABLE PENETRATION OZ (ML)

ACTUAL PENETRATION OZ (ML)

35 (56) 8.8 (224) 0 0
70 (113) 8.8 (224) 0 0
90 (145) 8.8 (224) 1.44 (42.6) 0
110 (177) 8.8 (224) 0.48 (14.2) 0
TAS 201-94 LARGE MISSILE IMPACT TEST:
MISSILE TYPE VELOCITY IN FT/SEC (M/SEC) IMPACTS
9 Ib. Southern Yellow Pine 2"x4"x88-1/2"long 50 (15.24) 10

Louver allowed no inboard missile penetration during impacts.

TAS 202-94 UNIFORM STATIC AIR PRESSURE TEST (LOUVER ONLY):

LOAD IN PSF (kPA)

LOAD DURATION

LOUVER RECOVERY

+150 (+7.18) 30 seconds 100%
+150 (+7.18) 30 seconds 100%
+225 (+10.76) 30 seconds 100%
-225 (-10.76) 30 seconds 100%
TAS 202-94 UNIFORM STATIC AIR PRESSURE TEST (LOUVER WITH OPTIONAL CD-150 DAMPER) :
LOAD IN PSF (kPA) LOAD DURATION LOUVER RECOVERY
+150 (+7.18) 30 seconds 100%
+150 (+7.18) 30 seconds 100%
+225 (+10.76) 30 seconds 100%
-225 (-10.76) 30 seconds 100%

TAS 203-94 FATIGUE LOADING TEST (LOUVER ONLY) :

CYCLES LOAD IN PSF (kPA) LOAD DURATION CYCLE LOUVER RECOVERY
600 +75 (+3.59) 1 to 3 seconds 100%
600 -75 (-3.59) 1 to 3 seconds 100%
70 +90 (+4.31) 1 to 3 seconds 100%
70 -90 (-4.31) 1 to 3 seconds 100%
1 +195 (+9.33) 1 to 3 seconds 100%
1 -195 (-9.33) 1 to 3 seconds 100%

TAS 203-94 FATIGUE LOADING TEST (LOUVER WITH OPTIONAL CD-150 DAMPER) :

CYCLES LOAD IN PSF (kPA) LOAD DURATION CYCLE LOUVER RECOVERY
600 +75 (+3.59) 1 to 3 seconds 100%
600 -75 (-3.59) 1 to 3 seconds 100%
70 +90 (+4.31) 1 to 3 seconds 100%
70 -90 (-4.31) 1 to 3 seconds 100%
1 +195 (+9.33) 1 to 3 seconds 100%

1

-195 (-9.33)

1 to 3 seconds

100%




Model VV-10-D Installation Details

Maximum Width- Unlimited
Visible Mullion Approx. 2"
Maximum
Height
96"
Ship —] Section
Louver
Maximum Single

Section Width ——

48"
G | Notes: Must be installed per
eneral Notes. approval drawings as
1. Reference separate Installation Instruction sheets for installation details. approved and Iabe"ed
The installation methods indicated must be complied with for Miami-Dade by MIAMI-DADE Co
Approval. It is the responsibility of the installing contractor to properly ins- "

tall the louvers per the appropriate detail.

2. On special orders, United Enertech may provide submittal and/or shop
drawings. Reference these drawings for additional installation
information.

3. Louvers wider than the maximum single section width will be shipped
in multiple sections and will require field assembly. Field assembly
is not by United Enertech.

4. Installation angles are shipped loose.
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